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Modular configuration 

Wall mount: 1-6 bag capacity

Countertop: 1-3 bag capacity

Pole mount: 1-3 bag capacity

Accommodates 0.5L, 1L, 2L & 3L bags

Anodized aluminum heat plate

Lightweight, medical grade plastic housing  

 Intelligent bag sensors

Dual temperature sensors

Heats to 40°C (104°F) in 30 minutes or less*
*3L bags require slightly longer heating time

Accuracy of +0°/-2°C (+0°/-3°F)

Experience the Enthermics difference:  
Quality beyond comfort.



The ivNow fluid warmer quickly warms and maintains the 

temperature of injection/intravenous and irrigation solutions  

prior to their use. The specially contoured warming module 

cradles solution bags in 0.5, 1, 2 & 3 liter sizes. 3-liter bag  

capacity available on ivNow-1, ivNow-2, & ivNow-3 with an 

additional adapter. Individual ivNow units cannot be stacked  

in the field. Multiple cavity units are available from the factory  

in the configurations below. The unit is controlled by one (1)  

power switch and individual electronic controls with L.E.D. 

display for each cavity. The control can easily be set to display 

temperatures in Celsius or Fahrenheit. A sensor in the heating 

plate detects the presence of a bag and engages the heating 

mechanism to quickly begin warming the fluid. Two (2) 

temperature sensors work in unison to precisely and continuously 

read the temperature of the bag and another sensor monitors the 

plate temperature. A green ready light will illuminate when fluid is 

within +0/-2°C (+0/-3ºF) of the set point temperature. The heater 

will reengage as necessary to maintain the temperature within +0/-

2°C (+0/-3ºF) of the set point. The electronic control monitors the 

length of time the bag has been held at temperature, beginning 

when the bag reaches set point temperature. A status button will 

display the time the fluid has been held at temperature.

ivNow Temperature Profile (Set Point = 104°F)
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ivNow-1

ivNow® Modular Fluid Warmer
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Note: Individual ivNow units cannot be stacked in the fi eld. 
Multiple cavity units are available from the factory in the 
confi gurations below. 3-liter bag capacity available on ivNow-1, 
ivNow-2, & ivNow-3 with an additional adapter. 

ivNow-1 (one (1) bag capacity) can be placed directly on a 
countertop, mounted on an optional countertop pedestal stand, 
mounted on a mobile equipment pole stand, or mounted on a 
wall using brackets*.

ivNow-2 (two (2) bag capacity) can be placed directly on a 
countertop, mounted on a countertop pedestal stand, or mounted 
on a wall using mounting brackets*.

ivNow-3 (three (3) bag capacity) must be mounted on a 
countertop pedestal stand, a heavy duty mobile equipment pole 
stand, or on a wall using mounting brackets*.

ivNow-4 (four (4) bag capacity) must be mounted on a wall 
using mounting brackets*.

ivNow-5 (fi ve (5) bag capacity) must be mounted on a wall using 
mounting brackets*.

ivNow-6 (six (6) bag capacity) must be mounted on a wall using 
mounting brackets*.

*Mounting hardware sold separately.

Available Configurations






